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OILREC 18 WP

GENERAL

Hull material Aluminium
Superstructure Aluminium

Main functions Oil recovery, SAR, FiFi

Classification

MAIN DIMENSIONS

Length overall (m)
Beam overall (m)
Draught max (m)
Deadweight (t)

Work deck area (m2)
Crew

TANK CAPACITIES

Fuel (L)

Fresh water (L)
Waste water (L)

Oil recovery storage

PERFORMANCES

Speed (kn)

Noise level in wheelhouse @ 25
kn (dB)

Towing capability (t)

Oil recovery capacity (m®/h)

PROPULSION SYSTEM

Main engines
Total Power
Gearboxes
Propulsion
Bow thruster

DECK LAY-OUT

Deck cranes

Integrated oilrec system
Oil collecting

Fire fighting

Lloyds Register +100A1SSC Workboat Mono HSC G2A MCH UMS

18,6

4,69

0,9

10

25

2-10 people

3000

120

120

2x2000 L in tanks

+12x250 L in floating bladders

25
60

30

2 x Volvo Penta D 13MH
882 kW

2x ZF 500

2x fixed pitch propeller
Sleipner SH240

Fassi 65B.0.22

Lamor skimmer

Inflatable oil boom 2x6 m
Remotely controlled fire monitor
MARSIS 120 m3/h

Oil recovery configuration
M1:200

CURRENT USER: Romania search and rescue- ARSVOM
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